
ADDENDUM TO: CASA GRANDE LANDFILL SCALEHOUSE 
 
Addendum Number 2 
 
Date Issued:  April 05, 2012 
 
Extension in bid submittal deadline: 
 
The scheduled deadline for bid submittal and bid opening has been extended to April 
24, 2012 at 1:30 p.m. Arizona Time.   
 
The bid documents for the referenced project are modified as follows: 
 
Technical Specification Section  
1.0 ABBREVIATED SCOPE OF WORK 

Amend 1st Bullet Point: This section shall be amended to clarify that the southern stop 
light post is to be relocated to location approximately 10 feet south between existing 
scale and new scalehouse as shown in the sketch attached. Further, any/all 
utilities/feature or amenity which may interfere the construction of the scalehouse and 
future scale should be relocated to appropriate location without impacting the 
operations of the facility. See Figure 3 
 
2.0 SCALE HOUSE 

Amend 2.2: This section shall be amended per the attached “Addendum No. 1 to 
Geotechnical Evaluation for Landfill Scale and Scalehouse Northwest Corner of 
Interstate 8 and Chuichu Road, Dated December 16, 2011. Casa Grande Arizona” dated 
March 14, 2012.   
 
Amend 2.10: This section shall be amended to clarify that the finished floor of the 
scalehouse is intended to be at leat one (1) foot above the elevation of the 
weighbridge/deck of existing scale or, at least 18” above the finished grade whichever is 
highest.  
 
Add 2.12: The scalehouse unit would require a masonry skirting wall per International 
Building Code (IBC) requirements and bid should include the cost of building a 
reinforced perimeter masonry stem wall on a concrete foundation, design and 
construction to be provided by the contractor 
 
3.0 UTILITIES 

This section shall be amended to clarify that the City is providing the electrical design 
and specifications on electrical drawings E1 through E4.  
 



Clarifications: 

The fiber being pulled into the computer room is 6 pair fiber, the fiber is multimode, 50 
micron 10 GIG. 
The antenna on the existing scale house will be moved by the City’s IT Department. 
 
There are (3) cameras on an IP address that will need to be moved by the contractor. 
 
Increase all electrical equipment at the new scalehouse to be greater than 150 amps 
(also on Figure 1, page 4 of 4). 
 
Clarifications; Fig 1‐Site plan and layouts:  
 
The “misc.” items, except fire sprinklers, listed on specifications sheet for scale house 
are not optional; they must be included in the bid total. 
 
The industrial/commercial grade heavy duty horizontal slider aluminum windows are 
required to be installed at operating windows at attendant office sidewalls of scale 
house to withstand high traffic volume services and extended life.  
 
Conceptual Site Plan DWG. No. 2 OF 2: Replace SCALE with FINISHED FLOOR. NGL is 
Natural Ground Level also Fished Grade. 
 
Clarifications on Questions: 
 
Q. Data ports, what are you needing; typically the factory provides conduits? 
A. Conduits need to run to all locations that we have identified in Fig. 1 page 4 of 4, all data port 
conduit needs to feed out of the computer room to the identified locations throughout the building. 
 
Q. The bathroom appears to have a third fixture besides the commode and the sink. Other 
fixtures? 
A. The third fixture is the urinal. In the hallway there’s an area notched out for a small sink and 
coffee pot area.  
 
Q. Location of fluorescent lights. 
A. All Interior lighting will be 2X4 (2) tube T-8 fluorescent lighting with diverters total of 16 fixtures- 
(4) Scale Attendant Office, (2) Office, (1) computer room, (1) restroom, (2) Conference room, (4) 
hallway. 
 
Q. Office countertops with details, Formica comes in 8ft sheets, seams required need design? 
A. See design Figure 3 (attached) for conceptual design and needs.  
 
Q. Location of exterior lights  
A. One (1) each on the outside of each door entrance/exit and one (1) each on the outside above 
the operating windows at the attendant office sidewalls. 
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